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RTM Change |:l Start New Baseline D

Problem

The ClearCase Support Group must archive build deliveries from the disk storage on the machine blood onto tapes using
4mm and 8mm tape drives on the machine klingon. The size of the deliveries are constantly increasing to several
gigabytes. The tape drives and the machine kiingon currently being used to archive these deliveries are no longer
suitable for such large archives. Also, when archiving deliveries, the cpu performance on the group’s xterm server
klingon where the tape drives are, and the network performance on the 120 subnet, are severely degraded, and lightly
degraded on the 119 clearcase subnet. The group needs a faster and larger capacity tape drive and should be instaliled
on blood where the data files to be archived reside on local disks to avoid network traffic.

Need Date: Tuesday May 26, 1998.

Proposed Solution

A DLT4 tape drive on apache gets little use; probably less than once a month. Since apache is a build platform for development that is heavily used,
if the tape drive were used on a daily basis, it would significantly degrade the cpu performance on apache. This tape drive would be used on a daily
basis by ClearCase support it it were on blood. Blood can handle the additionai cpu load for daily use of a DLT4 tape drive. The proposed solution is
to have RTSC move the DLT4 tape drive from apache to blood and then reboot both servers with ‘boot -r'

| spoke to Bruce Clark and Randy Bollinger and they both felt it was ok to move the DLT4 tape drive from apache to blood.

Impact of not approving this CCR: The archival of data from disks on biood to tapes on klingon will continue to degrade network performance .nd
cpu performance on klingon. A continued need for a larger capacity tape drive will result in a request to purchase a new tape drive instead of using
existing equipment from apache.
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